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Firewall / VPN / Router / ADSL
Firewall y VPN de alta seguridad con Router ADSL integrado (modular) e interfaz de usuario
multi-idioma  de fácil manejo.

Un único dispositivo
La solución Net Survibox 266 agrupa en un sólo dispositivo las funcionalidades de varios equipos
de red.

Firwall / Router avanzado de alta seguridad (SPI)
Permite controlar las comunicaciones que el usuario realiza a través de Internet prestando una
barrera a posibles accesos no autorizados (hackers).

MODEM ADSL integrado (modular) en el mismo dispositivo
En caso de disponer de conexión de banda ancha ADSL la solución de IronGate incorpora un
MODEM ADSL que permite prescindir del adicional router externo.

VPN con capacidad para 20 Mb de ancho de banda (IPSec)
La tecnología VPN permite la comunicación / conexión de dos o más puntos físicamente separados
(sucursales, oficinas, etc) a través de Internet de una manera segura y controlada, mediante el
cifrado de las comunicaciones.

Web Filtering
Mediante el filtrado de contenidos se puede limitar el aceso a contenidos explícitos o no aptos
para el entrono laboral (navegación no productiva en el entrono de trabajo...).

Interfaz gráfico intuitivo y Multi-idioma
El Net Survibox 266 incorpora un interfaz web en castellano e inglés cercano al usuario con
diferentes asistentes que le facilitarán las tares de configuración del equipo.

Compatible con todos los sistemas operativos
Al tratarse de un dispositivo independiente del ordenador del usuario, el hardware de IronGate
es compatible con todos los sistemas operativos utilizados para el acceso a Internet (Windows,
Mac, Unix…).

Model: IG- NSB8001-X-A-SP
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ADSL Compliance
-Compliant with ADSL Standards:
    •Full-rate ANSI T1.413 Issue 2
    •G.dmt (ITU G.992.1)
    •G.lite (ITU G.992.2)
    •G.hs (ITU G.994.1)
-Max. Speed: up to 8 Mbps (download), 1 Mbps
(upload)

WAN Protocols
-PPP over Ethernet (PPPoE/RFC 2516)
-PPP over ATM (PPPoA/RFC 2364)
-Multiple Protocol over AAL5 (RFC 2684/RFC
1483)
-Bridged or routed Ethernet encapsulation
-ATM Adaption Layer Type 5 (AAL5)
-VC and LLC based multiplexing
-Classical IP over ATM (CIP/IPoA/RFC 1577/RFC
2225)
-OAM F4/F5

Network Services and Features
-Static routing and RIP dynamic routing
-Dynamic Domain Name System (DDNS)
-Real DMZ Network
-DNS Cache and Proxy

-DHCP Server  for IP assignements
-NTP/SNTP Time Synchronization

Management
-Easy Web-based management
-Multi-language interface
-Firmware upgrade via web interface

Virtual Private Networking (VPN)
-High Performance VPN
-IPSec Auto/Manual LAN-to-LAN VPN
-AES, 3DES, DES Encryption (HW Based)
-MD5, SHA-1 Authentication (HW Based)
-IKE Key Management Support

Advanced Firewall
-Statefull Packet Inspection Firewall
-DoS Attack prevention (IP Spoofing, Land Attack,
Ping of Death, TCP SYN
Flooding, etc).
-Full NAT Firewall (Source NAT, Destination NAT,
Masquerading and Port Forward/Redirect).
-Application Support: MSN Messenger,
VoIP-h323, DirectX8, NetMeeeting, FTP
-Persistent log storage on internal media
(Compact Flash)

Web Filtering
-Block web traffic using following patterns:
    •URL Keyword
    •Host address
-Block Malicious content:
    •ActiveX
    •JavaScript
    •Proxy connections

Operating Enviroment
-Operating Temperature 0~45ºC
-Storage Temperature -20~70ºC
-Humidity 20-95% non-condensing

Hardware Specifications
-WAN Module: ADSL Annex A Port (Inter-
changable)
-NET: 2 Ethernet 10/100 Auto-sensing Ports
-Storage: 128 MB Compact Flash (log storage
card)
-Power adaptor: 100~40V to 5V 2,6A
-USB: 1 USB 2.0 (Master), 1 USB 1.1 (Slave)
-Factory defaults reset button
-Power switch
-Physical Dimensions: 33 x 17,5 x 3(cm)

Specifications // ADSL Model
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POWER SWITCH USB 2.0 ETHERNET 2 SERIAL CONSOLE

POWER RESET USB 1.0 ETHERNET 1 ADSL
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